MOVINS
UN/EDIFACT STOWAGE  MESSAGE
FCT Implementation Guide
based on UN/EDIFACT D95B Version
Notes:

Required codes:

M – mandatory

O – optional

Text typed by cursive should be replaced by appropriate values. Other text should be transmitted as is. For date and time values any valid EDI-representation may be chosen.

	Segment
	Req
	Comments

	Interchange Header

	UNB+UNOA:2+senderID+recieverID+interchangeDate:interchangeTime+interchangeID'
	M
	receiverID for FCT is RUSSBFCT3

	Message Header

	UNH+ messageID +MOVINS:D:95B:UN:SMDG20
	M
	

	DTM+137: YYMMDDHHMM
	
	Date/Time/Period Qualifier: Code "137"

	Message Body

	BGM+documentCode+messageNumber+messageFunction'

	M
	1 – Cancellation
5 – Replace
9 – Original

	TDT+20+voyageNo+1++carrierID:172:20+++vesselCallsign:103::vesselName' 
	O
	Vessel call information.

Mapping between vessel callsigns and vessel names should be given to terminal

	LOC+portQualifier+portCode:139:6'
	M
	"5"=Place of Departure

"61"=Next port of call

"92"=This qualifier can occur 1to n times and is given in sequence of the   rotation

	DTM+132:estimatedArrivalDate:102'
	O
	Estimated arrival date

	DTM+133:estimatedDepatureDate:102'
	O
	Estimated depature date

	Handling instruction

	HAN+coded
	M
	Handling Instruction, Coded

"DIS"
=Discharge: Indicating all cells with containers/cargo to be discharged at the port of call. Regardless to previously given information.

"LOA"
=Loading: Indicating the cells to be used for loading containers/cargo due to the given specifications.



	LOC+147+BBBRRTT::5
	M
	Place/Location Qualifier: Code "147" (Stowage Cell)

	MEA+WT+containerWeightType+KGM:containerWeight'

	M
	Measurement Application Qualifier

KGM:24000--Measure Unit Qualifier

"KGM"
=kilogram = preferred

"LBR"  = pounds

	LOC++XXXX
	M
	Place/Location Qualifier

"9"= Port of Loading

"11"=Port of discharge

	EQD+CN+containerNumber+containerTypeISOcode:102:5+++full/empty indicator'
	M
	full/empty indicator:

4 – empty

5 - full

	RFF+BM:1
	M
	Reference Qualifier

"BM"=B/L-number, as dummy, in case non of the fol​lowing codes are appli​cable

1--Reference Number

"BM" =always "1"

	CNT+16:1'
	M
	Control Total – number of equipment

	Message Footer

	UNT+numberOfMessageSegment+messageID'  
	M
	

	Interchange Footer

	UNZ+1+interchangeID'
	M
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